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Amendments to the Specification: 

Please replace the paragraph beginning on page 6, line 19 with the following 
amended paragraph: 

The server 44Q 210 has a function of providing TV program information 
or the like. The server 210 has a function that generates control information to the 
device 200 on the basis of an operation commands from the remote terminal 230 to 
transmit the control information to the device 200. The server 210 includes a 
communication controller 211 which communicates with the remote terminal 230 
through the Internet, an area number manager 212 which stores information on an 
area in which the device 200 is used, and a channel table storage section 214 which 
stores a channel table for managing channel numbers and broadcast station numbers 
in association with each other. The server 210 further includes a channel number 
transmitter 213 which extracts channel numbers corresponding to area numbers in 
the area number manager 212 from the channel table in the channel table storage 
section 214 to transmit the channel numbers to the channel number receiver 202 of 
the controlled device 200, a communication controller 215 which communicates with 
the device 200 through the Internet, and a WEB display data generator 216 which 
generates a screen on which an internet service is provided, such as a WEB display 
screen for timer recording. 

Please replace the paragraph beginning on page 9, line 23 with the following 
amended paragraph: 
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The device 100 is a controlled device which is remote-controlled through the 
Internet, and is a video recording apparatus which can record a program received 
from a broadcast station in the embodiment. The device 100 includes a 
communication controller 101 which performs communication through the Internet, a 
broadcast station number receiver 102 which receives a broadcast station number 
through the communication controller 101, and a channel table storage section 403 
102 which stores a channel table. FIG. 4 is a data configuration of a channel table 
stored in the channel table storage section 102 of the device 100. A channel table 55 
manages channel numbers, broadcast station numbers, and frequencies, associating 
those with each other. 

Please replace the paragraph beginning on page 1 1 , line 7 with the following 
amended paragraph: 

Referring to FIG. 3, when a user starts an operation for timer recording on 
the remote terminal 130, the server 110 receives an operation start instruction 
from the remote terminal 130, causes the WEB display data generator 1 12 to 
generate a WEB screen, transmits the WEB screen to the remote terminal 130. 
The WEB screen is displayed on the WEB display section 132 of the remote 
terminal 130. The user performs the operation for timer recording while watching 
the screen. The server 2-40 1_10 generates control data to the device 200 on the 
basis of the user operation. 



